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ARTICLE BEGINNING

Mai nt enance & Service |Information
1973-96 Honda - Timng Belt Information

Accord, Accord (Canadian), Cvic, Civic (Canadian),
Civic CRX, Cvic del Sol, Civic CVCC, COdyssey, Passport,
Pr el ude

TIMING BELT INTERFERENCE VERIFICATION INFORMATION
TIMING BELT INTERFERENCE CAUTION

NOTE: CAMSHAFT DRI VE BELTS OR TI M NG BELTS - The condition of
canshaft drive belts should always be checked on vehicles
whi ch have nore than 50,000 mles. Although sonme
manuf acturers do not reconmend repl acenent at a specified
m | eage, others require it at 60,000-100,000 mles. A
canshaft drive belt failure nmay cause extensive damage to
i nternal engi ne conponents on nost engi nes, although some
desi gns do not all ow piston-to-valve contact. These designs
are often called "Free Weeling". Many manufacturers changed
their mai ntenance and warranty schedules in the m d-1980's to
reflect timng belt inspection and/or replacenent at
50, 000- 60,000 m |l es. Mdst service interval schedules shown in
this section reflect these changes. Belts or conponents
shoul d be inspected and replaced if any of the follow ng
condi ti ons exi st:

Crack Or Tears In Belt Surface

M ssi ng, Damaged, Cracked Or Rounded Teeth
O | Contam nation

Damaged Or Faulty Tensioners

I ncorrect Tension Adjustnent
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TIMING BELT INTERFERENCE CHECK MENU

TI M NG BELT | NTERFERENCE VERI FI CATI ON TABLE ()
Repl acenment | nterval

Appl i cation Engi ne (M es)
Passenger Cars
Accord
1976-82 ........ (2) 1.6L 4-Cyl. .......... (3) 60, 000
1979-85 ........ (2) 1.8L 4-Cyl. .......... (3) 60, 000

1986-89 ........ (2) 2.0L 4-Cyl. ...ooo.... (3) 60, 000



1990-93 ........ (2) 2.2L 4-Cyl. .......... @)
1994-96 ........ (2) 2.2L 4-0yl.
(Exc. EX & VTIEC) .......... 0)
(2) 2.2L 4-0yl.
(EX & VTEC) ............. 0)
1996 . ........... (2) 2.7L V6 . ... 3)
Accord (Canadi an)
1983 ........... (2) 1.6L 4-Cyl. .......... (3)
Civic
1973 ... .. (2) 1.2L 4-Cyl. .......... (3)
1974-87 ........ (2) 1.3L 4-Cyl. .......... (3)
1980-89 ........ (2) 1.5L 4-Cyl. .......... (3)
1990-95 ........ (2) 1.5L 4-Cyl. ..............
1988-91 ........ (2) 1.6L 4-Cyl. .......... (3)
1990-96 ........ (2) 1.6L 4-Cyl. ..............
Ci vi c (Canadi an)
1980-83 ........ (2) 1.3L 4-Cyl. .......... (3)
Civic CRX
1984-89 ........ (2) 1.3L 4-Cyl. .......... (3)
(2) 1.5L 4-Cyl. .......... (3)
1990-91 ........ (2) 1.5L 4-Cyl. ..............
1988-91 ........ (2) 1.6L 4-Cyl. .......... (3)
Civic del Sol
1988-94 ........ (2) 1.6L 4-Cyl. ..............
1992 ........ (2) 1.6L 4-Cyl. (DOHO) ..........
1993-96 . .... (2) 1.6L 4-Cyl. (SOHO ..........
Civic CvCC
1975-79 ........ (2) 1.5L 4-Cyl. ..............
Pr el ude
1980-82 ........ (2) 1.6L 4-Cyl. .......... (3)
1979-87 ........ (2) 1.8L 4-Cyl. .......... (3)
1986-87 ........ (2) 2.0L 4-Cyl. .......... (3)
1988-89 ........ (2) 2.0L 4-Cyl. .......... (3)
(2) 2.0L 4-Cyl. .......... (3)
1990 ........... (2) 2.0L 4-Cyl. ..............
(2) 2.0L 4-Cyl. ..............
(2) 2.1L 4-Cyl. ...
(2) 2.1L 4-Cyl. ...
1991 ........... (2) 2.0L 4-Cyl. ..............
(2) 2.1L 4-Cyl. ...
1992-96 ........ (2) 2.2L 4-Cyl.  .......... @)
(2) 2.3L 4-Cyl. .......... @)
Li ght Trucks
Qdyssey
1995-96 ........ (2) 2.2L 4-Cyl. ...
Passport
1994-96 ........ (2) 2.6L 4-Cyl. ..............
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(2) 3.2L VB oot 90, 000

(1) - Oher interference engine applications may exist which
are not indicated here.

(2) - Interference engine. Check for possible damage to
pi ston(s) or valve(s) if there has been a timng belt
failure.

(3) - Although the vehicle manufacturer does not recomend a
speci fic schedul ed mai ntenance interval, aftermarket
belt manufacturers suggest the belt be replaced at
60,000 mle intervals.

(4) - Vehicle manufacturer recomends replacing all belts at
t he sanme tine.
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