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ARTICLE BEGINNING

1993 TRANSM SSI ON SERVI Cl NG
Honda Mbtors Transaxl e Renpval & Installation

Pr el ude
MANUAL TRANSAXLE
NOTE: For manual transaxle renoval and installation procedures,

see CLUTCH article in the CLUTCHES secti on.

AUTOMATIC TRANSAXLE

Renova

1) Di sconnect negative battery cable and ground strap at
transaxl e. Di sconnect positive battery cable. Renpve battery and
battery base. Renpve drain plug, and drain transaxle fluid (renove
fill plug to speed draining). Install drain plug with NEWwasher, and
tighten plug to specification. See TORQUE SPECI FI CATI ONS TABLE at the
end of this article.

2) Disconnect wiring for starter notor, transaxle | ock-up
control solenoid and shift control sol enoid. Renpve starter.

Di sconnect mai nshaft and countershaft speed sensor connectors. Renbve
conplete air cleaner case assenbly. Disconnect and renove throttle
control cable at transaxle bracket.

3) Di sconnect oil cooler hoses at joint pipes. Plug and
support hoses aside. Renobve transaxl e upper nount bracket and rear
stiffener. Renpve vehicle speed sensor fromtransaxle w thout renoving
power steering hoses. Renpbve 4 upper transaxle nounting bolts.

CAUTI ON:  When renoving CV joint and drive axle assenbly from
transaxl e, DO NOT pull on drive axle or knuckle. Inboard CV
joint may separate. Pull on inboard joint.

4) Rai se and support vehicle, and renove front wheels. Renpve
engi ne splash shield. Renpbve center crossnenber bolts, and renove
crossnenber. Renove shock strut damper fork bolts and separate strut
danper from fork. Renpve right radius rod fromcontrol arm and frane.
Wil e prying on inboard CV joints, renove both drive axles from
transaxl e. Renpbve or support shafts aside. Protect inner CV joint
spline fromcontanm nati on by covering drive axle end by covering it
with a plastic bag. Renove left internediate shaft.

5) Renopve engine stiffener bracket from between | ower
transaxl e and engi ne bl ock. Renpbve torque converter cover plate.
Manual |y turn crankshaft pulley clockwi se to access and renove 8
torque converter nounting bolts fromtorque converter drive plate.



6) Renpve shift control cable fromtransaxle. Using wre,
hang cabl e aside. DO NOT bend cabl e. Support transaxle using
transm ssion jack. Renobve |ower bolts fromrear engi ne nount bracket.
Wth jack in place, renove remaining transaxle nounting bolts.

7) Separate transaxle from engi ne bl ock far enough to
di sengage both 14-nm dowel pins, and then | ower transaxle assenbly.

I nstal lation

1) To install transaxle, reverse renoval procedure. |nspect
drive plate for cracks, elongated hol es and warpage. Replace drive
plate if necessary.

2) Replace 26-mm spring clips on end of each inner CV joint
splined shaft. Check shift control cable and throttle control cable.
Adj ust cabl es as necessary. See TRANSM SSION SERVICING - AT
article in AUTOVATI C TRANSM SSI ON SERVI ClI NG secti on.

TORQUE SPECIFICATIONS

TORQUE SPECI FI CATI ONS TABLE

Appl i cation Ft. Lbs. (N.m
Ball Joint-To-Knuckle Bolt ....................... 40 (54)
Center Beam Mounting Bolts ....................... 44 (60)
Center Beam Stiffener Bolts ...................... 29 (39)
Drain Plug . ... ... 37 (50)
Drive Plate-To-Crankshaft Bolts .................. 55 (75)
Engi ne Stiffener Mouunting Bolts .................. 33 (45)
Starter Mounting Bolts ......... ... .. ... .. ... ... .... 33 (45)
Strut Danper Fork Bolt Lock Nut .................. 48 (65)
Strut Danper Pinch Bolt ............ ... . ... ....... 32 (44)
Transaxl e- To- Engi ne Mounting Bolts ............... 48 (65)
Wheel Lug Nuts ... ... .. . . . 80 (109)

I NCH Lbs. (N. m

Torque Converter Cover Bolts .................... 108 (12)
Torque Converter Mounting Bolts ................. 108 (12)
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