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ARTICLE BEGINNING

GENERAL | NFORMATI ON
El ectrostatic Di scharge (ESD) Warning - Basic Information

Al'l Makes and Model s

* PLEASE READ THIS FIRST *

NOTE: This article is intended for general information purposes
only.

INTRODUCTION

All Electrostatic Discharge (ESD) sensitive conponents
contain solid state circuits (transistors, diodes, seniconductors)
t hat may becone danaged when contacted with an el ectrostati c charge.
The following information applies to all ESD sensitive devices. The
ESD synbol shown inFig. 1 nay be used on schematics to indicate which
conponents are ESD sensitive. SeeFig. 1. Although different
manuf actures may di splay different synbols to represent ESD sensitive
devi ces, the handling and neasuring precautions and procedures are the
sane.
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Fig. 1: Sanple ESD Synbol

HANDLING STATIC-SENSITIVE CIRCUITS/DEVICES

VWhen handling an electronic part that is ESD sensitive, the



techni ci an should follow these guidelines to reduce any possible
el ectrostatic charge build-up on the technician's body and the
el ectronic part.

1) Always touch a known good ground source before handling
the part. This should be repeated while handling the part and nore
frequently after sitting down froma standi ng position, sliding across
the seat or wal ki ng a di stance.

2) Avoid touching electrical terminals of the part, unless
instructed by a diagnostic procedure.

3) DO NOT open the package of a new part until it is time to
install the part.

4) Before renoving the part fromits package, ground the
package to a known good ground source.

CHECKING STATIC-SENSITIVE CIRCUITS/DEVICES

1) Solid State circuits in electronic devices are shown
greatly sinplified in schematics. SeeFig. 2. Due to the
sinmplification of the electronic devices on the schematic, resistance
measurenents could be misleading or could lead to an electrostatic
di scharge. Always follow the recomrended di agnostic procedure.
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Fig. 2: Sanple Schematic Showi ng Typical ESD Sensitive Device

2) Only neasure resistance at the term nals of the devices
when instructed by the recomended di aghostic procedure.

3) When using a voltneter, be sure to connect the ground | ead
first. ELECTRO:



END OF ARTICLE

ELECTROSTATIC DISCHARGE WARNING - BASIC INFORMATION Article Text (p. 3)1993 Hol



